QC-I (SP)
NORTH CAROLINA DEPARTMENT OF TRANSPORTATION
HOT MIX ASPHALT QUALITY CONTROL CERTIFICATION

CONTRACTOR PLANT LOCATION

PLANT CERT. NO.

SAMPLING INFORMATION AND TONNAGES

DATE SAMPLED

PROJECT TONNAGES

oc TONS AT TIME
PROJECT TYPE JMF SAMPLE
Zﬁ o SAMPLE SAMPLE FROM INVOICE
- MIxX ' NO. TIME TICKET No. PREVIOUS TODAY TOTAL TAKEN BY

I CERTIFY THAT THE ABOVE LISTED MIX TONNAGE WAS PRODUCED THIS DATE FROM THIS PLANT
AND FURNISHED TO THE ABOVE PROJECTS. I FURTHER CERTIFY THAT ALL APPROPRIATE SAMPLES WERE

* PRINT QC TECHNICIAN’S NAME AND HICAMS #

4-8-2003

TAKEN THIS DATE.
* QC TECHNICIAN’S SIGNATURE
MIX TEST RESULTS DATE TESTED

Qc Gmb VMA VFA %G DUST /
SAMPLE | @ Ndes Gmm @wﬂs @N @ N e 25 19 | 125 95 | 475 | 236 | 0075 |%BINDER BDUST/

i - CONTROL
NO. (Measured) (Rice) des des des N, mm mm mm mm mm mm mm |( RATIO

(END) GALLONS OF ANTI-STRIP USED TODAY:

ANTI-STRIP TOTALIZER FLOWMETER READINGS (BEGIN)

REMARKS:
I CERTIFY THAT ALL QUALITY CONTROL TESTS WERE PERFORMED ON THIS MIX
AND THE RESULTS LISTED ABOVE ARE CORRECT.

* PRINT QC TECHNICIAN’S NAME AND HICAMS #

FAX SAMPLE INFORMATION AND TONNAGES TO THE NCDOT QA LAB BY
THE BEGINNING OF THE NEXT WORK DAY,NOT TO EXCEED 1 CALENDAR
DAY AFTER THE SAMPLE 1S TAKEN.FAX MIX TEST RESULTS TO THE QA
LAB BY THE BEGINNING OF THE NEXT WORK DAY, NOT TO EXCEED 3
CALENDAR DAYS. AS AN EXCEPTION, FAX TEST RESULTS FOR MIX TESTED
UNDER THE QMS MAINTENANCE VERSION SPECIFICATION TO THE QA LAB
WITHIN 24 HOURS AFTER TEST IS COMPLETED. OMS MAINTENANCE VERSION
TESTS MUST BE COMPLETED WITHIN 4 CALENDAR DAYS AFTER THE SAMPLE

IS TAKEN.

NOTE:

* OC TECHNICIAN’S SIGNATURE

* BY PROVIDING THIS DATA UNDER MY SIGNATURE AND /OR HICAMS CERTIFICATION NUMBER,
I ATTEST TO THE ACCURACY AND VALIDITY OF THE DATA CONTAINED ON THIS FORM AND
CERTIFY THAT NO DELIBERATE MISREPRESENTATION OF TEST RESULTS,IN ANY MANNER,

HAS OCCURRED.



